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Standard range - Full dimensions provided with your

‘A’ TYPE Workshop Gantry

These gantries are ideal for confined spaces
as the un-braced design allows unhindered
travel along the full length of the beam.

A suitable gantry for workshops, yards and garages

Features

● Mechanically welded construction can be dismantled into
3 parts

● White polyamide wheels for up to 2 tonnes

● Protection: 3 layers

● RAL 1028 yellow polyurethane finish

● Maximum hoisting lifting speed = 16m/min

● Maximum hoist travelling speed = 10m/min

● 250 kg to 2,000 kg SWL

● Available in 5 under beam height sizes and spans 2.5 m to 5 m

Options (Contact us for details):

● Special dimensions

● 4 wheels with polyurethane tyres.

● Wheels lock (price per wheel

● Manual Hoist (Std lift 3m  - Longer lifts available)

● Manual Push travel trolley - Manual Hand geared trolley

● Electric hoist (Std lift 3 m - Longer lifts available). State
voltage required.

● Powered travel trolley - Power feeding line for electric hoist

● Lockable mains switch - Cable reel 18 m.

● Polyurethane painting with specific colour on epoxy primer
for outdoor use

● Hot dip galvanizing -  Cover for the lockable switch - Covering
for hoist

Capac
ity

Span
(S) Height (H) under beam (mm)

500
kg

2.5 m 2500 3000 3500 4000 4500 5000

3 m 2500 3000 3500 4000 4500 5000

3.5 m 2500 3000 3500 4000 4500 5000

4 m 2500 3000 3500 4000 4500 5000

4.5 m 2500 3000 3500 4000 4500 5000

5 m 2500 3000 3500 4000 4500 5000

1000
kg

2.5 m 2500 3000 3500 4000 4500 5000

3 m 2500 3000 3500 4000 4500 5000

3.5 m 2500 3000 3500 4000 4500 5000

4 m 2500 3000 3500 4000 4500 5000

4.5 m 2500 3000 3500 4000 4500 5000

5 m 2500 3000 3500 4000 4500 5000

1600
kg

2.5 m 2500 3000 3500 4000 4500 5000

3 m 2500 3000 3500 4000 4500 5000

3.5 m 2500 3000 3500 4000 4500 5000

4 m 2500 3000 3500 4000 4500 5000

4.5 m 2500 3000 3500 4000 4500 5000

5 m 2500 3000 3500 4000 4500 5000

2000
kg

2.5 m 2500 3000 3500 4000 4500 5000

3 m 2500 3000 3500 4000 4500 5000

3.5 m 2500 3000 3500 4000 4500 5000

4 m 2500 3000 3500 4000 4500 5000

4.5 m 2500 3000 3500 4000 4500 5000

5 m 2500 3000 3500 4000 4500 5000


